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316 Stainless Steel CLAMP 

STAINLESS CLAMP fitting  
Investment cast pieces in Stainless Steel AISI 316 – 1.4404 
Heavy construction provides protection against leakage or misalignment. 
Held in position by hand tightened wing nut. 

Stainless Clamps 

 Material: SS316 (1.4404)

 Heatnumber Identification

 3.1B test report

Meets: 

 ASME BPE

 BS 4825

Cast clamps are used in variety of industries such as pharmaceutical, biotechnical and food & beverage. These industries require 
quality products. 
All clamps are designed to meet dimensional specifications such as: BS4825 and ASME BPE. 
To comply with international standards in terms of material conformity we issue 3.1B certification with test results. All clamps are 
delivered from our warehouse. 



®

Fig. 1   TK- CONNECTION
Available in size from ¾” up to 4”,  DN10  
up to DN100 in four different thikness :  
std, 25 mm, 38 mm, 51 mm According  
to ASTM A269 /270, ISO 1127or DIN 
11851. Material 1.4404 – 1.4435 – Hastelloy 
C22 – C276 on request. Designed for use of 
standard clamp gaskets. According to PED 
97/23/CE directive and ASME VIII Div.2

Fig. 2   TK- CONN BLOCK HOUSING
For special applications onto tank welding. 
According to ASTM A269 /270, ISO 1127 
or DIN 11851. Material 1.4404 – 1.4435  
-  Hastelloy C22 – C276 on request.
Non-standard product, custom thicknesses, 
avoids warping.

Fig. 3   TK- CONN ANGLED HOUSING
Angle profile cutted TK-Connections customized. 
For tank welding where orthogonal connections 
required Special execution High/angle as to be 
agree. Material 1.4404 – 1.4435 - Hastelloy 
C22 – C276 on request 

Fig. 4   TK- CAP 
Standard TK-Connections in various size 
machined directly in a special 8 -10 or 12” 
clamp tank cover cap for pharma and  
biotechnology applications, custom made  
on request Std. material 1.4404,  1.4435 
on request 

Fig. 5   TK- CONN JACKET HOUSING
TK-Connections with special profile dedicated 
for pharmaceutical reactors with cool/heat 
jacket or thermal insulation cladding.

For non-standard TK-CONN options please contact: info@aerreinox.it

®

TK CONN
ASEPTIC TANK CONNECTION, WITH BOLTED SPLIT RINGS

Замечания 

Условия поставки: DDP склад г. Киев 

Заметки 
Время поставки рассчитано согласно дате предложения и изменяется в зависимости от даты 
подтверждения заказа. 
Размещая заказ, покупатель принимает предложение и все спецификации, характеристики и 
условия, указанные в данном документе. 

К-ТЕП — Фитинги Clamp

http://k-tep.com.ua/  

 k-tep@ukr.net 

Office          +38 044 2091823
 МТС   +38 066 9076563 
 Kиевстар   +38 098 3676414 
Skype:  k-teppumps  
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